Power Supply Switching:

Rated Supply Current 16 Amps
Breaking Voltage 250 Vac / 440 Vac
Maximum Breaking Capacity  4000VA

Max Current 30Amps

[At 4 sec at duty cycle 10%)]
Peak inrush current[20 ms] 80 Amps

The Power-2u series provides a modular and flexible solution for today’s power and environmental needs to mission critical and
remote equipment, where zero down time and maximisation of operations is a pre-requisite.Power-2u offers customers a range of
simple to use ‘pick and mix’ product options, providing a tailored solution to specific requirements.

Power Management:

Rated Voltage 230,+10%,-15%

Rated Current Up to 32A

Rated Frequency 48 Hz to 62 Hz

Operating Temperature -10 to +85 degrees Celsius

Measuring Accuracy +/-2%, [kWh to BS EN. 61036: 1997]

Measurement Method True RMS measurement of distorted Current/Voltage waveform
Local Display LCD of current, Voltage and kWhr

Display Resolution 1 Volt, 0.01 Amp, 0.1 kWhr

Options include:
Remote current, voltage and kWhr monitoring, Range of UK and International plug outlets, Up to 32A load rating. Remote

" reboot and switching of AC power Remote temperature monitoring Remote cabinet door monitoring”
197, ETSI vertical and horizontal mount.

For quotations, enquiries or to speak to qualified engineers who are experts in the field of power distribution, contact us on:

Telecom Protection Technologies Ltd,

Unit 1A, Garden Close, Langage Industrial Estate,
Plympton, Plymouth, Devon. PL7 5EU.

t: +44 (0) 1752 346096 e: sales@tpt.uk.com



